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Xr-3 1.2 Meter

General Information

Stowed Dimensions 75" L x 49" W x 12.5" H
Reflector Size 1.20 Meter Offset (Prodelin #1134)
Weight 175 Ibs

Mount Rotation

Azimuth 365 Degrees

Elevation 143 Degrees Deployed from Stow

Elevation 0 — 70 Degrees Satellite Latitude

Skew (Polarization) 105 Degrees (cross Pol / Isolation)

Environmental

Survival Wind Speed Deployed 75 MPH (based on attached structure)
Survival Wind Speed Stowed 125 MPH (based on attached structure)
Operation Temperature -30 to +130 F

1.2 METER SYSTEM |

MULTIPLE PLATFORM SUPPORT |

DESIGNED FOR EXTENDED RANGE |
AND HIGH BANDWIDTH INTERNET
APPLICATIONS

ENTERPRISE GRADE DURABILITY |

FOLDS TO 12" HEIGHT |

D3 CONTROLLER COMPATIBLE |
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Power Requirements
15VDC 8.6 Amps (DC Power Supply included)

Acquisition Speeds

Elevation 3 degrees/second

Azimuth 10 degrees/second

Skew 8 degrees/second

Acquisition time to first satellite identification < 90 seconds typical
Acquisition time to target satellite identification < 3 minutes typical
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